RULE 1.6 - WELL SIGNAGE - IDENTIFICATION OF WELL AND
RESTRICTIONS TO ACCESS

1. Every well permitted by the Oil and Gas Board shall have posted at the entrance
to the location during drilling, in a conspicuous place near the well bore after completion, a sign
in reasonably large and clear lettering with the following information:

@ DANGER (In white lettering on a red background)

(b)  NO TRESPASSING

(c) AUTHORIZED PERSONNEL ONLY

(d) Operator of Record as carried at the Oil and Gas Board

(e API number as assigned by the Oil and Gas Board

()] Field name as designated by the Oil and Gas Board and/or
designation as a wildcat

(9) Section, Township and Range

(h) Well name and number as carried at the Oil and Gas Board

Q) Currently active telephone number answering 24 hours a day, 7 days
a week for any emergency associated with the well and/or facility

{)) The latitude and longitude of the well location expressed in decimal
degrees (carried out to five (5) decimal places) utilizing NAD 83
coordinates

2. If not located on a well location, each tank and/or tank battery (both active and
inactive), if equipped with a staircase or ladder, and each compressor station shall have posted at
a conspicuous place at the location of such facility a sign in reasonably large and clear lettering
with, at a minimum, the following information (Operator may add any additional lettering it
deems appropriate):

€)) DANGER (In white lettering on a red background)
(b) NO TRESPASSING
(©) AUTHORIZED PERSONNEL ONLY
(d)  Currently active telephone number answering 24 hours a day, 7 days
a week for any emergency associated with the tank and/or tank battery
or compressor station
(e Operator of Record as carried at the Oil and Gas Board
()] The latitude and longitude of the tank and/or tank battery or compressor
station expressed in decimal degrees (carried out to five (5) decimal
places) utilizing NAD 83 coordinates
Additionally, in the event a tank battery serves multiple wells producing from a fieldwide
unit, the name of such fieldwide unit (not individual well names) shall be indicated on the sign
applicable to such tank battery.

3. An additional road sign and/or signs must be posted at the nearest exit or
turn-off from either a public road and/or private, field or lease road leading to or providing entry
and access to a well location, tank and/or tank battery or compressor station, such additional



sign(s) to be in reasonably large and clear lettering with, at a minimum, the following
information (Operator may add any additional lettering it deems appropriate):

@ DANGER (In white lettering on a red background)

(b)  NO TRESPASSING

() AUTHORIZED PERSONNEL ONLY

(d) Currently active telephone number answering 24 hours a day, 7 days
a week for any emergency associated with the well, tank and/or tank
battery, compressor station or facility

(e Operator of Record as carried at the Oil and Gas Board

()] The latitude and longitude of such road sign(s) placed at the nearest
exit or turn-off from the public, private, field or lease road expressed
in decimal degrees (carried out to five (5) decimal places) utilizing
NAD 83 coordinates

4. Any changes and/or corrections in the sign information required to be posted in
accordance with this rule shall be made to such sign(s) within sixty (60) days after the change
occurs, or in the case of a transfer of ownership, within sixty (60) days after a change of operator
is approved by the Oil and Gas Board.

5. The operator’s field personnel shall be charged with the duty of observing the
signs posted in accordance with this rule on a regular basis to ensure that they are in place and in
compliance with the rule.

6. All stairways and ladders leading to storage tanks shall be equipped with a gate
restricting access A sign shall be posted on the gate which contains, at a minimum, the
following information (Operator may add any additional lettering it deems appropriate):

DANGER
NO TRESPASSING
AUTHORIZED PERSONNEL ONLY

All gates on stairways and ladders leading to storage tanks shall remain locked at all
times except when such facility is manned.

7. Wells in existence at the time of passage of this rule shall be brought into
compliance with this rule within 180 days of passage.

Authority: MCA Section 53-1-17(3) (1972)



RULE 1.6 - WELL SIGNAGE - IDENTIFICATION OF WELL AND
RESTRICTIONS TO ACCESS

2. Every well permitted by the Oil and Gas Board shall have posted at the entrance
to the location during drilling, in a conspicuous place near the well bore after completion, and—f

remote-from-the-wel-bere-on-the-tank-battery; a sign in reasonably large and clear lettering with

the following information:

(a) DANGER (In white lettering on a red background)

(b) NO TRESPASSING

(©) AUTHORIZED PERSONNEL ONLY

(d) Operator of Record as carried at the Oil and Gas Board

() API number as assigned by the Oil and Gas Board

(K) Field name as designated by the Oil and Gas Board and/or
designation as a wildcat

() Section, Township and Range

(m)  Well name and number as carried at the Oil and Gas Board

(n) Currently active telephone number answering 24 hours a day, 7 days
a week for any emergency associated with the well and/or facility

()} The latitude and longitude of the well location expressed in decimal
degrees (carried out to five (5) decimal places) utilizing NAD 83
coordinates

2. If not located on a well location, each tank and/or tank battery (both

active and inactive), if equipped with a staircase or ladder, and each compressor station
shall have posted at a conspicuous place at the location of such facility a sign in
reasonably large and clear lettering with, at a minimum, the following information
(Operator may add any additional lettering it deems appropriate):

(a) DANGER (In white lettering on a red background)

(b) NO TRESPASSING

(c) AUTHORIZED PERSONNEL ONLY

(d)  Currently active telephone number answering 24 hours a day, 7 days
a week for any emergency associated with the tank and/or tank battery
Or compressor station

(e) Operator of Record as carried at the Oil and Gas Board

()] The latitude and longitude of the tank and/or tank battery or compressor

station expressed in decimal degrees (carried out to five (5) decimal
places) utilizing NAD 83 coordinates




Additionally, in the event a tank battery serves multiple wells producing from a fieldwide
unit, the name of such fieldwide unit (not individual well names) shall be indicated on the sign
applicable to such tank battery.

3. An additional road sign and/or signs must be posted at the nearest exit or
turn-off from either a public road and/or private, field or lease road leading to or providing entry
and access to a well location, tank and/or tank battery or compressor station, such additional
sign(s) to be in reasonably large and clear lettering with, at a minimum, the following
information (Operator may add any additional lettering it deems appropriate):

@) DANGER (In white lettering on a red background)

(b) NO TRESPASSING

(c) AUTHORIZED PERSONNEL ONLY

(e Currently active telephone number answering 24 hours a day, 7 days
a week for any emergency associated with the well, tank and/or tank
battery, compressor station or facility

(e Operator of Record as carried at the Oil and Gas Board

) The latitude and longitude of such road sign(s) placed at the nearest
exit or turn-off from the public, private, field or lease road expressed
in decimal degrees (carried out to five (5) decimal places) utilizing
NAD 83 coordinates

5. Any changes and/or corrections in the sign information required to be posted in
accordance with this rule shall be made to such sign(s) within sixty (60) days after the change
occurs, or in the case of a transfer of ownership, within sixty (60) days after a change of operator
is approved by the Oil and Gas Board.

S. The operator’s field personnel shall be charged with the duty of observing the
signs posted in accordance with this rule on a regular basis to ensure that they are in place and in
compliance with the rule.

6. All stalrways and ladders Ieadlng to storage tanks shaII be equped W|th a gate
restricting access {w A
A sign shall be posted on the gate WhICh contains, at a minimum, the foIIowmg |nformat|on
(Operator may add any additional lettering it deems appropriate):

DANGER  Hawhitelettering-onared-background)
NO TRESPASSING

AUTHORIZED PERSONNEL ONLY

All gates on stairways and ladders leading to storage tanks shall remain locked at all
times except when such facility is manned.

7. Wells in existence at the time of passage of this rule shall be brought into
compliance with this rule within 180 days of passage.

Authority: MCA Section 53-1-17(3) (1972)



